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Sanitary/Hygienic Fittings

MM

Sizes
• 1-1/2", 2", 2-1/2" or 3"

Features
• Finishes: 3A sanitary
• Finishes: pharmaceutical

Material
• 316L stainless steel

Model Number Breakdown

Dixon Sanitary Gauges

Ordering Information
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3S-E-2U-GFBTSS

Series
 3S .........  3-1/2" Sanitary pressure gauge
 5S .........  5" Sanitary pressure gauge
 3P .........  3-1/2" Pharmaceutical pressure gauge
 5P .........  5" Pharmaceutical pressure gauge

Pressure Range1

 B ...........  0 to 30 PSI (2 BAR)
 C ...........  0 to 60 PSI (4 BAR)
 D ...........  0 to 100 PSI (7 BAR)
 E ...........  0 to 160 PSI (11 BAR)
 F ...........  0 to 200 PSI (14 BAR)
 G ...........  0 to 300 PSI (21 BAR)
 H ...........  0 to 400 PSI (28 BAR)
 I .............  0 to 600 PSI (41 BAR)
 K ...........  0 to 1,000 PSI (70 BAR)

1  Standard scales are in PSI only.  For dual scales, add the 
letter B for PSI/BAR after the pressure range letter.

Fitting Type 2

Specify size in inches: 15, 2, 25, or 3
 I .............  male I-Line
 J ...........  female I-Line
 R ...........  RJT
 S ...........  #15 Bevel Seat sanitary male thread
 T ...........  #13H captive nut and #14 Bevel Seat
 U ...........  clamp
 DIN .......  DIN according to DIN 11851 (specify DIN40 or 

DIN50)
 SMS .....  SMS (specify SMS38 or SMS51)

2   Specify size then type, i.e. 1-1/2" - 15

Filled Case
 GF .........  glycerine filled
 NF ........  no fill (dry)

Mount type
 BT .........  bottom
 RT .........  right side
 LF .........  left side
 TP .........  top
 BK ........  back

Diaphragm Material
 SS.........  stainless steel
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