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Cam and Groove x NST

Adapter Size Female NST
(NH)Thread

Aluminum
Part #

1½" 1½" G150-A-ALNST
2½" 2½" G250-A-ALNST
3" 2½" 3025-A-ALNST

Features:
• powder coated aluminum adapter
• for suction and low pressure discharge only
• other sizes, configurations and materials available, contact Dixon® for information

Type B x Male NST (NH)

Type D x Female NST (NH)

Type F x Male NST (NH)

Adapter Size Male NST (NH) 
Thread

Aluminum
Part #

1½" 1½" G150-F-ALNST
2" 2½" 2025-F-ALNST

2½" 2½" G250-F-ALNST
3" 2½" 3025-F-ALNST

Type A x Female NST (NH)

Coupler Size Male NST (NH)
Thread

Aluminum
Part #

1½" 1½" G150-B-ALNST
2" 1½" 2015-B-ALNST

2½" 2½" G250-B-ALNST
3" 2½" 3025-B-ALNST

Feature:
• Buna seals standard

Coupler Size Female NST (NH)
Thread

Aluminum
Part #

1½" 1½" G150-D-ALNST
2" 2½" 2025-D-ALNST

2½" 2½" G250-D-ALNST
3" 2½" 3025-D-ALNST

Feature:
• Buna seals standard

Fire Adapters & Connections


