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Blow Guns

Safety Tip

Rubber Non-Safety Tip

Pistol Grip
Features:
•  conforms to US Department of Labor, OSHA Standard 1910.242 (B) allowing a maximum of 

30 PSI outlet pressure at the nozzle when dead-ended
•  conforms to US Department of Labor, OSHA Standard 1910.95 regulating noise level 

exposure
•  contoured pistol-grip for safe, comfortable handling, even with greasy hands
•  convenient hang-up hook
•  ¼" female NPT inlet
•  Safety glasses or shield must be worn when using any blow gun.

Part #
PG700

Extended Nozzle Pistol Grip
Features:
•  conforms to US Dept. of Labor, OSHA Standard 1910.242 (B) allowing a maximum of 30 PSI 

outlet pressure at the nozzle when dead-ended
•  conforms to US Dept. of Labor, OSHA Standard 1910.95 regulating noise level exposure
•  slender 4" extended nozzle allows access to hard to reach places and holes as small as .200"
•  variable output trigger enables user to control air flow
•  hook design near trigger provides finger protection as well as easy storage
•  lightweight to help minimize user fatigue.
•  side holes allow air to escape if nozzle tip is dead-ended, thus preventing back pressure 

buildup
•  pressure rating: 150 PSI
•  ¼" female NPT inlet
•  Safety glasses or shield must be worn when using any blow gun.

Part #
ENBG1

Features: 
• ⅛" male NPT connection
•  can be used with all Dixon® Air Chief lever operated blow guns as well as most blow guns 

from other manufacturers

Nickel Plated Brass
Part #

SST10

Features:
• ⅛" male NPT connection
•  can be used with all Dixon® Air Chief lever operated blow guns as well as most blow guns 

from other manufacturers

Rubber Coated Nickel Plated Brass
Part #

D201RT


