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Sealants

Thread Sealant Paste

Industrial PTFE Tape (White)

Stainless Steel PTFE Tape (Gray)

Industrial Heavy Duty PTFE Tape (Pink)

PTFE Tape for LP Gas (Yellow)

Megaboost Grease Gun

Feature:
• temperature range: -300°F to 500°F

Can Size Part # Price/E Opt
Qty

¼ pint LCTS14 $14.75 12
½ pint LCTS1 21.55 24
1 pint LCTS2 33.75 12

1 quart LCTS3 60.35 12

Features:
•	 thickness:	3.5	mil	(0.0035	mm)
• temperature range: -212°F to 500°F

Size Length Part # Price/E Opt
Qty

½" 260" TTA50 $0.90 500
½" 520" TTB50 1.75 500
½" 1296" TTC50 4.50 500
¾" 260" TTA75 1.45 350
¾" 520" TTB75 2.25 350
1" 520" TTB100 2.85 250

Part # Price/E
L1185L $334.80

Features:
• thickness: 4 mil
• temperature range: -58°F to 600°F
• useful on stainless steel threaded joints or connections
• PTFE with nickel added
• nickel acts like a ball bearing

Size Length Part # Price/E Opt
Qty

½" 260" TTA50SS $15.70 10

Features:
• thickness: 4 mil
• temperature range: -400°F to 500°F

Size Length Part # Price/E Opt
Qty

½" 540" TTBP50 $7.50 330

Features:
• thickness: 4 mil
• service temperature: 500°F (260°C)
• Underwriters Listed

Size Length Part # Price/E Opt
Qty

½" 260" TTA50LP $4.95 500

Features:
•	 	threaded	barrel	eliminates	cross	threading,	

reload twice as fast
•	 	clears	clogged	fittings	in	seconds
•  volume mode - 20% more grease per stroke
•  automatic bleeder valve makes this gun 

easy to prime

•  grip allows for ergonomic one or two handed 
operation

•	 	3-way	loading:	filler	nipple,	cartridge,	bulk
•	 	combination	filler	nipple/air	bleeder	valve


