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Stainless Steel

Bolted Fittings

Bulkhead Fittings

Brass Double Male Hex Nipples

Polypropylene

 Bolts	are	threaded	into	the	back	plate	of	the	fitting	so	there	are	no	welds	or	bolt	holes	as	potential	points	of	leakage.		The	fittings	
come	standard	without	a	gasket.		However,	a	gasket	(sold	separately)	is	required	to	be	installed	on	the	inside	of	the	tank.

gaskets

Size EPDM
Part	# Price/E

½"	-	¾" 60402 $2.15
1"	-	1¼" 60404 3.00
1½"	-	2" 60406 4.15

3" 60331 15.05

female NPT fittings

1	3"	does	not	contain	a	washer

Female
NPT

Hole
Size

Polypropylene
Part	# Price/E

½" 1⅜" 62834 $12.05
¾" 1⅜" 60401 9.60
1" 2¼" 60427 12.05
1¼" 2¼" 60403 12.05
1½" 3" 60124 18.05
2" 3" 60405 17.25
3" 4⅝" 62299 1 75.50

female NPT fittings

Size Stainless Steel
Part	# Price/E

¾" 63035 $119.00
1" 62948 122.00
1½" 63037 173.00
2" 63038 183.00

gaskets

Size Cross-Linked Polyethylene
Part	# Price/E

¾"	-	1" 62950 $4.25
1½" 63042 6.75
2" 62848 7.50

female NPT fittings

Size Polypropylene
Part	# Price/E

¾" 60502 $42.85
1" 60505 42.85
1½" 60513 72.50
2" 60516 72.50

gaskets

Size EPDM
Part	# Price/E

¾"	-	1" 60498 $6.00
1½"	-	2" 60497 5.90

Male	NPT Male	
NPSH

Brass
Part	# Price/E

1½" 1½" DMH1515 $20.70
2" 2" DMH2020 43.35
2½" 2½" DMH2525 54.15
3" 3" DMH3030 144.00
4" 4" DMH4040 231.00

Features:
•	 	stainless	steel	body
•	 	316	stainless	steel	bolts
•	 	cross-linked	polyethylene	gaskets	are	standard	
	 (sold	separately)
•	 	FKM	and	EPDM	gaskets	are	available,	contact	Dixon	to	
order

Features:
•	 polypropylene	body
•	 316	stainless	steel	bolts
•	 EPDM	gaskets	are	standard	(sold	separately)
•	 FKM	gaskets	are	available,	contact	Dixon	to	order

Application:
•	 	for	use	on	most	poly	storage	tanks	and	many	steel	and	
fiberglass	tanks	

Features:
•	 	glass	reinforced	polypropylene	provides	strength	and	
chemical	resistance

•	 	EPDM	gaskets	are	standard
•	 FKM	gaskets	are	available,	contact	Dixon	to	order


