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Dix-Lock™ Caps

Dix-Lock™ Converter

Dix-Lock™ Quick-Acting Couplings with Ferrules
Features:
• working pressure: 300 PSI at ambient temperature (70°F)
• for crimp recommendations see page 855
•  also available in stainless steel, contact Dixon™ for further information

Body
Size

Plated Steel Opt
QtyPart # Price/E

½" QM0 $64.03 25

Body
Size

Brass Opt
Qty

Plated Steel Opt
QtyPart # Price/E Part # Price/E

½" QBCAP $26.06 25 QMCAP $22.69 25

Body
Size

Hose
ID

Hose OD
Materal Part # Price/EFrom: To:

½" ½" 27/32" 1-1/32" plated steel QM3WF $33.20
½" ¾" 1-5/32" 1-11/32" plated steel QM4WF 33.20
½" ½" 27/32" 1-1/32" brass QB3WF 50.20
½" ¾" 1-5/32" 1-11/32" brass QB4WF 50.20

Male Head

Body
Size

Hose
ID

Hose OD
Materal Part # Price/EFrom: To:

½" ½" 27/32" 1-1/32" plated steel QM22WF $26.60
½" ¾" 1-5/32" 1-11/32" plated steel QM23WF 26.60
½" ½" 27/32" 1-1/32" brass QB22WF 36.60
½" ¾" 1-5/32" 1-11/32" brass QB23WF 36.60

Female Head

Body
Size

Hose
ID

Hose OD
Materal Part # Price/EFrom: To:

½" ½" 27/32" 1-1/32" plated steel QM33WF $41.60
½" ¾" 1-5/32" 1-11/32" plated steel QM44WF 41.60
½" ½" 27/32" 1-1/32" brass QB33WF 52.90
½" ¾" 1-5/32" 1-11/32" brass QB44WF 52.90

Male Locking Head

• ⅜" and 1" Dix-lock™ with ferrules are available upon request


