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Sprinkler Hose Valve

Push Pull Drain Valve

Features:
• aluminum wheel
• U/L listed and FM approved for automatic sprinkler and standpipe systems
• working pressure: 175 PSI (water only) at 70°F (21°C)

Inlet
Male NPT

Outlet
Male NST (NH)

Cast Brass
Part # Price/E

1" 1½" ASHV1015F $373.25

Features:
• direct mount
• 2½" handle length

Inlet Outlet Brass
Part # Price

¾" FNPT ¾" FNPT PPDV75 $88.00

Automatic Drain Vent Valve

Features:
•  attaches to the hose end of a hose rack nipple keeping the hose free of moisture by draining 

water from a leaky valve; when the valve is opened for use a spring valve closes the drain 
and directs all water through the hose

• other threads and finishes are available, consult Dixon™ for more information

Female
NH (NST)

Male
NH (NST)

Working Pressure
(PSI)

Cast Brass
Part # Price

¾" FNPT ¾" FNPT 175 ADV150F $427.45

Test and Drain Valves

Features:
•  valve combines the function of testing and draining the system
• chrome plated ball with PTFE seats
• U/L listed and FM approved

NPT
Thread

Port
Orifice

Forged Brass
Part # Price

1" ½" TDV100 $416.80
1¼" ½" TDV125 416.80
2" ½" TDV200 675.15


