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Tank Truck

SS

Gravity Utility Nozzles

Replacement Parts

1 Nozzle body only (no spout)
2 3/4" nozzle inlet uses 1" x 3/4" reducer bushing, supplied

Application
•  For use with 12 volt pumps and gravity flow fittings in economy fuel dispensing applications

Feature
•  Manual operation (non-automatic)

Specification
•  Working pressure: 25 PSI

Approval
•  UL Listed

Female NPT Inlet Outlet Type Die Cast Zinc Aluminum
Part #

1"

1" female UNS 9001

1" straight spout 900S
1" bent spout 900B
3/4" straight spout 900W34S
3/4" bent spout 900W34B

3/4" 3/4" straight spout 900S342

3/4" bent spout 900B342

Description Part #

3/4" replacement straight spout 234-80-4
3/4" replacement bent spout 234-80-5
1" replacement straight spout 875-4
1" replacement bent spout 875-5
trigger 900TK
plunger and valve assemblies, cap, O-ring 900SK

Pressure Nozzles for Bulk Delivery

Replacement Parts

Features
•  Manual operation (non-automatic) for high pressures and fuel flow up to 100 GPM
•  Easy opening dash pot design with shockless closing
•  Detachable trigger ratchet, packing gland, and seal
• Bronze trigger

Female NPT Inlet Outlet Type GPM @ 10 PSI Aluminum
Part #

1-1/4" 1-1/4" female NPT 80 114DNS
1-1/4" spout 114D

1-1/2" 1-1/2" female NPT 100 112DNS
1-1/2" spout 112D

Description Part #

aluminum replacement spout for 114D 1143A
aluminum replacement spout for 112D 1125A
main and secondary poppets, cap O-ring, valve stem 112DSK
main and secondary poppets, cap O-ring, valve stem 
assembly and packing, sleeve stem packing and nut 114DSK
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